














Pocket Connections Options
Mud in Pocket connects seamlessly once mud in. There are three joint methods.

Option 1. Butt Joint

P Butt Joint

Option 2. Staggered Joint

r\ Staggered Joint

Option 3. Section Joint

Section Joint

e Insert a 24" section to offset

the seam at the joint in the pocket.
Cut a 24" section of Part A
Part A Part B




Step 4. Cut Mud in Pocket Max

Cut the width of the pocket to size, taking in account the thickness of the end caps and allowances.
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*Note*

Excess paint or drywall compound buildup can alter the flap’s angle, making installation
difficult. To prevent this, we recommend applying blue painter's tape to the surfaces
where the flap makes contact during mudding, sanding, and the first coat of painting.

Painters Tape

Apply Tape to Protect the
Hanger and Edge of Pocket
From Excess Paint and Mud.
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Step 6. Anchor the Pocket

Place the pocket assembly into the prepared cavity.
Countersink and install screw anchors into blocking at the flanges and top surface of the Mud in Pocket.

Avoid using anchors in the center 2" area
of the pocket to ensure the fabric will
not make contact with a screw head.
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Confirm Squareness

Measure your cavity to confirm it is square.
The mud flange side of the cavity should match the dimensions at the top.
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Step 7. Mud The Flanges

Mud over the flanges using the appropriate size trowel (10" recommended).
Sand and paint the ceiling surface and the entire assembly.
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Programming Guides

Please scan the QR code or click the link below to be forwarded to the programming
guides for instructions on how to set the upper and lower limits, assigning controls, etc.

Use the QR code above to access the instruction
guide from a smart device.

Click Here

Use the link above to access the instruction guide
from an electronic device.
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https://delmotorizedsolutions.sharepoint.com/:f:/s/DELDocuments/EipW71ntmhpFq5jYS6-HsJkBaMvBkPUtUJQ2fjJOR64DRQ?e=6ET8RM
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