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Step 4 - Draw Your Track Shape

Lay the two halves of bendable Perfect Fit along the track center line leaving a 1/8" space 
between the halves. Install temporary screws to tack the cavities in place.

Temporary Tacks



Step 5 - Test The Spacing

Slide the Perfect Fit spacing tool along 
the path of the track to confirm proper 

spacing. 

Step 6 - Trace The Cavities

Using a pencil, trace the outside 
of the cavities.



Step 7 - Prepare For the Cut

Unscrew the temporary screw tacks holding the Perfect Fit halves to 
the ceiling to reveal the shape of your track.



Step 8 - Cut The Shape

Cut the drywall along the pencil line.

Step 9 - Thin The Edges

Thin the drywall in the area to receive 
the Perfect Fit Cavity so that the mud 
flanges will be flush with the ceiling 

once mud in.

1 1/8" 1 1/8"



Step 10 - Install The Cavities

Place the Perfect Fit cavities in place.



Drill holes and insert screw anchors

Anchors must be long enough to penetrate through
the wood blockingSpaced as required to support weight

Step 11 - Install The Cavity



Mud over flanges

Step 13 - Complete The FinishStep 12 - Test The Spacing

Mud over the mud flanges, taking care 
not to get mud in the cavity.

Slide the Perfect Fit spacing tool along the 
path of the track to confirm proper spacing. 



Inside Corner 
Miter Perfect Fit Mud Flanges

Inside Mount
Trim Perfect Fit Flange

Tandem
Cut both Perfect Fit Mud Flanges

Note: If your system will be wall to wall, have an inside corner, or be a tandem track, the mud lip 
will need to be trimmed flush to the cavity to allow the drapery system to reach the extents.
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