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SPECIF ICAT ION SUBMITTAL Page

Job Name:

Job Number:

Model Numbers:

Palladiom Shading System Exposed Motorized Shade

085560g 5 04.23.20

Standard End Bracket

End Bracket Shim For use with all end brackets; sold separately in packs of 10

Extended End Bracket

Wall Mount

Wall Mount

Ceiling Mount

Ceiling Mount

2.00 in 
(51 mm)

2.00 in 
(51 mm)

2.00 in (51 mm)

2.00 in (51 mm)

3.00 in 
(76 mm)

3.25 in 
(83 mm)

3.00 in (76 mm)

3.25 in (83 mm)

1.45 in 
(37 mm)

1.45 in 
(37 mm)

1.45 in 
(37 mm)

1.45 in 
(37 mm)

Mounting Options - End Brackets
Palladiom mounting brackets and accessories are made from solid aluminum and are available in 8 standard finishes  
(see the Bracket, Shim, & Accessory Finish Guide on page 10)  
NOTE: Brackets may be ordered in different finish than bottom bar

•	 Aesthetic enhancements for clean, finished appearance (see the section titled ‘Aesthetic Enhancements’)
•	 Shims (1 included with each bracket) can be used to level the shade (ceiling mount) or increase projection (wall mount)

Maximum fabric roll-up: 
 3 in (76 mm)

Maximum fabric roll-up: 
 3 1⁄2 in (89 mm)

WIN-BRK-LWC-FINISH CODE

WIN-BRK-LWCE-FINISH CODE
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Lutron, The Lutron Logo, Palladiom, Caséta, GRAFIK Eye, HomeWorks, myRoom, Quantum, seeTouch, and Sivoia are trademarks or registered trademarks of Lutron Electronics Co., Inc. in the U.S. and/or other countries.

Wire Management

Wire Housing
Wire housing for installation inside wall or trim secures, protects, and allows access to the shade’s electrical connection. Can be 
installed beneath the bracket or concealed using the Spackle Ring and Plug.

1.20 in 
(30.5 mm)

3.50 in (89 mm)

0.62 in 
(16 mm)

0.78 in 
(20 mm)

Spackle Ring & Plug
Preserves clean wire entry during wall finishing, and provides bite for spackle in the transition area. 
Lutron recommends positioning the spackle ring behind the fabric roll, (if conditions allow), to maintain a clean aesthetic.

3.50 in (89 mm)

1.00 in 
(25 mm)

Package of 10: 
WIN-WM-BOX-10

Package of 10 rings, 10 plugs: 
WIN-WM-SR-10
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